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For more information, you may: 
Ø Write us an email to info@skutis.co; 
Ø Call us at +62 815-5806-1127 (incl. WhatsApp); 
Ø Join our Facebook community for Indonesia > 

http://www.facebook.com/groups/SkutisCorporationIndones
ia/. 

 The Skutis Corporation team will be happy to assist you. :> 

 

Specifics of DUALTRON UTLRA – The Ultimate Power Machine 

 
 

Top speed 

 Up to 80 km/h 
  > Exact max. speed depends on rider’s weight and on the physical riding    
   circumstances such as road, tire or weather conditions; 
> tested with 75 kg rider on flat round. 

Max. load  150 kg  
  > designed for one rider 

Max. range Tested with: 75 kg rider | average speed of 20 km/h | on flat ground: 
  > 100 to 120 km (one-wheel drive) 

Charging time 

5-17 hrs; depending on the charger(s) used: 
> 17 hrs+ with standard 2A charger (included); 
> 8 hrs+ with two standard 2A chargers (second 2A charger not included); 
> 5 hrs+ with special 6,5A charger (not included). 

Battery type  State-of-the-art 60V/35 Ah lithium battery pack (2.072 Wh) 

Dimensions 
 Length x Width x Height:  
  > Unfolded: 123,5 x 60 x 121,9 cm; folded: 123,5 x 60 x 52,5 cm; 
  > Deck width = 31 cm. 

Weight of skutis ~ 37 kg 

Motor 
Two BLDC Hub Motors: 

  > 5.400 Watts; 
  > Rider can decide between using one or both motors. 

Braking system  Dual electric disc brakes: 
 > Regenerative braking system that recharges the battery while braking 

Climbing ability ~ 70 % (35°) 
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Dashboard 

1. Smart Display shows: 
Speed, remaining battery capacity, battery voltage, riding time, trip distance, 
the total mileage (ODO), the speed mode selected; 
2. Control/setting function: 
Power switch control, cruising function, wheel diameter setting, automatic 
idle dormancy time setting, backlight setting, start-up mode setting, driving 
mode setting, voltage grade, the controller set current limit value setting. 

Speed modes  Three different speed modes are available and the rider can choose between    
 single and dual motor mode. This creates six different levels of power.  

Suspensions  Dual full suspension units applied (rubber type / patented) 

Material 

 > Frame and handle bar: Aviation aluminium forged alloy, 6082-T6; 
 > Shafts: SCM440; 
 > Covers: Polypropylene; 
 > Patent application pending. 

Seat  Not available (but can be ordered upon special request). 

Tires 
 > 11 inches ultra-wide off-road tires (default); 
 > Road tires are available too; 
 > Recommended pressure = 50 PSI. 

Horn  No, but external horn is available as accessory 

Front light  Yes, high quality dual LED headlights integrated into the body of the Dualtron 

Braking / taillight  Yes, high quality red LED tail and braking lights 

Off-road ability  Yes, the Dualtron Ultra is designed for semi off-road usage 

Brand Dualtron Ultra by Minimotors (new since June 2017) 

Designed in South-Korea 

Warranty 
 

12 months for: 
  Battery, motor, and scooter frame; 
6 months for: 
Charger, controller, and display with speed thumb. 
 
No warranty for: 
Other parts such as wheels, suspensions, and lights etc. 
There is also no warranty for damage caused by water or if the battery pan 
was opened without permission. 

Colours available Black 

 


